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Press release

HueckTec – modern, extensive software for planning, calculating and processing

With HueckTec, profile constructions can be conveniently planned, calculated and processed. There are more than 23 years of development know-how in this extensive software for metal construction which Hueck has specially developed for its customers and constantly expanded by new application modules. 
Metal construction firms throughout the world are using HueckTec, and their number is constantly increasing. Recently, they have also been supported by free of charge online seminars. 

Easy to operate and equipped with an interactive help system, HueckTec offers a variety of functionalities for design and calculation. As an in-house development, this software is tailored to optimum effect to the Hueck designs and customer-specific requirements. Other profile systems or job-relevant profiles can also, however, be easily added to the HueckTec database.

Once purchased or leased, HueckTec can be installed without additional costs on any number of workstations. In the process, this software supports Microsoft networks. The basic program can be expanded by different additional modules as required. The software is immediately updated by Hueck for new developments or additions in the case of the profile systems. Current additions are constantly available on the Internet via online updates.

With the integrated NC-X module, Hueck customers can not only calculate and plan via HueckTec, but also transmit the processing directly to CNC systems. At the same time, the current profile processing centres of different manufacturers can also be accessed. In addition to the automatically generated processing for corner and t-brackets, the user can also place processing for hinges and hardware.

The free of charge online seminars for HueckTec users keep the time involved and personnel costs low – because the training participant simply remains at his or her workplace. Since March 2010, Hueck has been regularly offering the approximately half-hour long training courses on a wide range of topics. Recordings of the training films are available as videos on the Internet homepage of Hueck. With the new static module, profiles can be pre-dimensioned in vertical elements and roof elements, taking into account wind loads in accordance with DIN 1055-4, snow loads in accordance with DIN 1055-5 and dead weight.

[image: image2.wmf]
With the new static module, profiles can be pre-dimensioned in vertical elements and roof elements, taking into account wind loads, snow loads and dead weight
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