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Press release

New Volato M lifting-sliding series – highly thermally insulated for optimum insulation performance

Eduard Hueck GmbH from Lüdenscheid is now presenting the highly thermally insulated Volato M lifting-sliding series as a further addition to its range of products following the lightweight Volato S sliding series. The new development excels by means of a modern linear appearance, simple processing and optimum insulation performances of Ud up to 1.0 Wm²/K 

Further typical Hueck features of this construction are the high quality, reliable functionality and an economical cost effectiveness. The compatibility with the other Hueck series enables an efficient production and reduced stock-keeping. Thanks to the identical inner sash contour with Lambda 65 M, for example, the transoms including the t-bracket technology as well as the drilling jig and punching machine of this series can be used. The elements of the Volato M series can of course also be combined with the Lambda window system and used in Hueck façades. 

Double-track systems with up to four sashes with a maximum sash size of 3 x 3 m can be constructed  with the design. Two different sash profiles permit a sash weight of 200 or 300 kg. With additional measures in the fitting, a sash weight of 400 kg can also be achieved, the maximum filling thickness is 43 mm. The elevation height of the sash in this case is only 83 or 95 mm, the elevation width of the meeting stiles 115 mm. These narrow profile contours permit elegant, extensive sliding elements with the greatest possible light transmission and smooth interior views. The floor connection of the bottom frame profiles can be fitted barrier-free (under 20 mm). The desired insulation performance can be adjusted by inserting insulating strips.

In the case of Volato M, Hueck has of course again attached special importance to simple processing. The sash profiles are connected with nailed corner connectors, the frame profiles are butt-jointed and screwed together using EPDM shaped gasket pieces. The openings for the drainage of the frame profiles are drilled without using punching tools. 

The use of ball valves increases the weatherproof sealing of the construction. The drainage is effected concealed, no water caps are put on from outside. The stainless steel roller rail is pushed into the frame profile and thus prevents deformations due to rolling.
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Highly thermally insulated lifting-sliding series Volato M of Hueck is possible with a barrier-free floor connection
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