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Fittings - Door 32/2007

Fitting variants for door systems:
Locks with 8 mm square pin and door handles with 8 mm square
without emergency exit or anti-panic function
Inside views

 Standard door element

 1 Supplementary door hinge, 20 mm
 1.1 Supplementary door hinge, 36 mm
 1.2 Barrel hinge
 2 Mortise lock
 3 Strike plate
 3.1 Strike plate for electric opener
 4 Handle 
 4.1 Push grip
 4.2 Push bar
 5 Top pivot
 6 Bottom door closer/ pivot bearing

 Standard door element

 1 Supplementary door hinge, 20 mm
 1.1 Supplementary door hinge, 36 mm
 1.2 Barrel hinge
 2 Mortise lock
 3 Strike plate
 3.1 Strike plate for electric opener
 3.2 Coupling piece for operating rod /  
  electric opener
 4 Handle 
 4.1 Push grip
 4.2 Push bar
 5 Top pivot
 6 Bottom door closer/ pivot bearing
 7 Flush bolt
 7.1 Exposed espagnolette bolt
 8 Locking parts

 Standard door element

 2 Mortise lock
 3 Strike plate
 3.1 Strike plate for electric opener
 3.2 Coupling piece for operating rod /  
  electric opener
 4 Handle 
 4.1 Push grip
 4.2 Push bar
 5 Top pivot
 6 Bottom door closer/ pivot bearing
 7 Flush bolt
 7.1 Exposed espagnolette bolt
 8 Locking parts
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Fitting variants for door systems:
Locks with 8 mm square pin and door handles with 8 mm square 
without emergency exit or anti-panic function
Inside views 

 Standard door element
 with ECO dual catch,
 opening in only
 
 1 Supplementary door hinge, 20 mm
 1.1 Supplementary door hinge, 36 mm
 1.2 Barrel hinge
 2 Mortise lock
 3 Strike plate
 3.1 Strike plate for electric opener
 3.2 Coupling piece for operating rod /  
  electric opener
 4 Handle
 4.1 Push grip
 4.2 Push bar
 5 Top pivot
 6 Bottom door closer/ pivot bearing
 9 ECO dual catch, opening in only

 Standard door element
 with ECO dual catch,
 opening in only

 2 Mortise lock
 3 Strike plate
 3.1 Strike plate for electric opener
 3.2 Coupling piece for operating rod /  
  electric opener
 4 Handle
 4.1 Push grip
 4.2 Push bar
 5 Top pivot
 6 Bottom door closer/ pivot bearing
 9 ECO dual catch, opening in only



Fittings - Door 52/2007

Fitting variants for door systems:
Locks with 8 mm square pin and door handles with 8 mm square 
without emergency exit or anti-panic function
Inside views

 Rebate door with independent swing outside

 1 Supplementary door hinge, outwards
 1.2 Barrel hinge, outwards
 2 Mortise lock
 3 Strike plate
 4.1 Push grip
 4.2 Push bar
 7 Flush bolt
 8 Locking parts

 Swing door � Series A72 only

 2 Mortise lock
 3 Strike plate
 4.1 Push grip
 4.2 Push bar
 7 Flush bolt
 8 Locking parts
 10 Top pivot
 11 Pivot bearing
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Fittings - Door 72/2007

Fitting – Selection scheme for locking systems with 8 mm square pin and
door handles with 8 mm square without emergency exit or anti-panic function

Single-leaf doors Double-leaf doors

Door hinge
Top pivot

Lock

Striking plate

Electric opener
optional

Handle

SERIES

Opening type

Locking function

��

�
�

�

�

= optional

Accessories

Accessories

opening in
opening out

opening in
opening out

Door hinge
Top pivot

Lock

Striking plate

Electric opener
optional

Locking parts

�
�

�
�

�
�

�
�

�
�

�

Espagnolette bolt
Flush bolt

Handle

In
ac

ti
ve

 s
as

h

= optional
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Fittings - Door 92/2007

•

Door-Series

1.0 A 72

Z 994 211 02
Z 994 211 64
Door hinge, 3-part, 
with 20 mm pivoting point,
suitable for left and right
PU = 6 items

DIN L
Z 994 213 02
Z 994 213 64
Door hinge, 3-part 
with 20 mm
pivoting point
PU = 6 items

Please note!
Upon request, all door hinges can 
be supplied unassembled and mill 
fi nished for special painting!

Door hinges, screw-on type, with asymmetric adjustable bushes, for doors opening in and out
Adjustment range: horizontal = ± 1.5 mm; vertical = -1 mm, + 3 mm
in accordance with EN 1935;  Classi� cation key: 

Processing and assembling drawing: Register 700

Z 994 212 02
Z 994 212 64
Door hinge, 2-part, 
with 36 mm pivoting point,
suitable for left and right
PU = 6 items

DIN R
Z 994 258 02
Z 994 258 64
Door hinge, 3-part 
with 20 mm
pivoting point
PU = 6 items

Use drilling jig
Z 911 272

DIN L
Z 994 214 02
Z 994 214 64
Door hinge, 3-part 
with 36 mm
pivoting point
PU = 6 items

DIN R
Z 994 259 02
Z 994 259 64
Door hinge, 3-part 
with 36 mm
pivoting point
PU = 6 items

Use drilling jig
Z 908 334

DIN L
Z 994 216 02
Z 994 216 64
Door hinge, 3-part 
with 20 mm
pivoting point, when 
using supplementary 
profi les
PU = 6 items

DIN R
Z 994 261 02
Z 994 261 64
Door hinge, 3-part 
with 20 mm
pivoting point, when 
using supplementary 
profi les
PU = 6 items

DIN L
Z 994 217 02
Z 994 217 64
Door hinge, 3-part 
with 36 mm
pivoting point, when 
using supplementary 
profi les
PU = 6 items

DIN R
Z 994 262 02
Z 994 262 64
Door hinge, 3-part 
with 36 mm
pivoting point, when 
using supplementary 
profi les
PU = 6 items

Use drilling jig
Z 908 350

Attention: Door hinges with a 36 mm pivoting point may only be fi tted
 in connection with bottom door closers or pivot bearings. PU = Packing unit

••

•••

•••

•••

••

••

Door hinges, screw-on type, with asymmetric adjustable bushes,
for doors opening in and out,
when using supplementary profi les B 421652 / 653 or
  P 528600 / 601 •

•

4  7  7  1  1  4  1  14  3-part
4  7  6  0  1  4  1  13  2-part RSC

without RS



10  Fittings - Door 2/2007

Example for installation

Door-Series

1.0 A 72Please note!
Upon request, all door hinges can 
be supplied unassembled and mill 
fi nished for special painting!

Door hinges, screw-on type, with asymmetric adjustable bushes, for doors opening in and out
Adjustment range: horizontal = ± 1.5 mm; vertical = -1 mm, + 3 mm
in accordance with EN 1935;  Classi� cation key: 

Processing and assembling drawing: Register 700

••

••

DIN L
Z 994 215 02
Z 994 215 64
Door hinge, 3-part, 
with 20 mm pivoting 
point, when using 
statical reinforcing
mullion profi les
PU = 6 items

DIN R
Z 994 260 02
Z 994 260 64
Door hinge, 3-part, 
with 20 mm pivoting 
point, when using 
statical reinforcing
mullion profi les
PU = 6 items

Use drilling jig
Z 912 127

PU = Packing unit

DIN L
Z 994 228 02
Z 994 228 64
Door hinge, 3-part, 
with 20 mm pivoting 
point, for anti-fi ngertrap 
door, when using
supplementary profi les

P 421657 or 
P 472687

max. sash weight
100 kg

PU = 6 items

DIN R
Z 994 275 02
Z 994 275 64
Door hinge, 3-part, 
with 20 mm pivoting 
point, for anti-fi ngertrap 
door, when using
supplementary profi les

P 421657 or 
P 472687

max. sash weight
100 kg

PU = 6 items

• •

Use drilling jig
Z 912 356

Use drilling jig
Z 908 343

Z 994 376
Central lock for doors
opening in and out,
can be used optionally
to a third door hinge

•

4  7  7  1  1  4  1  14  3-part
4  7  6  0  1  4  1  13  2-part

•
•

RSC
without RS



Fittings - Door 112/2007

•

1.0

•

•

On account of the bi-metal effect we
recommend inserting a third door hinge
or central lock Z 994 376.

In case of the WK 3 design,
a third door hinge is always required.

In case of heavy use we recommend  
inserting a third door hinge.

Centre to centre distance: 250 mm

4  7  7  1  1  4  1  14  3-part
4  7  6  0  1  4  1  13  2-part

PIV – 21-14/06 3-part
PIV – 21-22/06 2-part

EN 1935 : 2002

Door-Series

Screw-on door hinges, with asymmetrically adjustable bushes, suitable for doors opening in and out
Adjustment range: horizontal = ± 1.5 mm; vertical = -1 mm, + 3 mm
in accordance with EN 1935;  classi� cation key: 

Processing and assembling drawing: Register 700
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Z 994 269
Accessory set, including:
Backing plateswith spring,
complete for one door hinge,
for doors opening in and out,
max. sash weight 100/130 kg
PU = 6 items

• • •

Door-Series

1.0 A 72

Z 912 338
Assembly cap, red,
for securing the eccentrical
bushes during door hinge 
height adjustment using
an Allen key
PU = 10 items

•

Door-Series

1.0 A 72

• •

Z 911 176
Backing plate,
required in addition to 
door elements with 
rebate profi le B 521 651,
opening out
PU = 6 items

•

Z 994 220
Accessory set, required in
addition to Z 994 269,
including:
6 spacer sleeves with screw, 
complete for one door hinge,
for doors opening out,
required if hinge fastening for
3-part door hinges is to be
carried out in the inner chamber
PU = 6 items

•

Accessory sets for securing the hinges  �  Please order the accessory sets separately!

Z 994 267
Accessory set, including:
expansion sleeves with bushes
for door hinges (2-part)
Z 994 211 / 212,
complete for one door hinge,
for doors opening in,
max. sash weight 70 kg
PU = 6 items

•

Use drilling jig
Z 912 398
for expansion sleeves
diameter 15 mm

•

Z 994 268
Accessory set, including:
expansion sleeves with bushes
for door hinges (3-part)
Z 994 213-217 / Z 994 258-262,
complete for one door hinge,
for doors opening in,
max. sash weight 70 kg
PU = 6 items

• •

Z 994 630
Accessory set, including:
Backing plates, complete for one 
door hinge, for doors opening in 
and out (Anti-fi ngertrap door), 
with door hinge Z 994 228/ 275 
max. sash weight 100 kg
PU = 6 items

• •

Z 994 640
Accessory set, including:
Backing plates, spacer sleeves
and screws, complete for one 
door hinge, suitable for doors 
with fi xed frame profi le
P 528102       PU = 6 items

•

• • •Z 912 141
Key-Set, black,
including:
1 each key Z 912 579
and 2 assembly caps
Z 912 338, for adjusting the 
2-part door hinges

• • •Z 994 235
Key-Set, white,
including:
2 each key Z 911 577
and 2 assembly caps
Z 912 338, for adjusting the 
3-part door hinges

• • •Z 994 659
Assembly aid, including:
1 coupling part and 2 round 
bolting rods, serves to
assemble the door hinge 
backing plates

• • •Z 906 433
Drive-in pin providing screw 
security, for hinge securing 
screws on doors opening out,
at least 3 required

• • •Z 908 351
Twist drill, cylindrical,
short, DIN 338, HSS,
Type W diameter = 11 mm,
suitable for drilling jigs
Z 908 334 / 350 / Z 911 272 /
Z 912 127 / 356 

• • •Z 907 385
3 mm Allen key,
for door hinge
cover cap assembly

• • •Z 908 354
5 mm Allen key,
for securing door hinges
with backing plates

•Z 908 353
Flat countersink, diam. 11 / 15,
for processing accessory set
Z 994 220

PU = Packing unit

Use drilling jig
Z 911 273
for expansion sleeves
diameter 15 mm

RSC
without RS

RSC
without RS



Fittings - Door 132/2007

•

Door-Series

1.0 A 72

Z 994 920 02 silver painted

Z 994 920 64 white coated

Barrel hinge � Steel
three-part,
for doors opening in,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

Please note!
Upon request, all door hinges 
can be supplied for special 
painting!

Barrel hinges made of aluminium and steel, for doors opening in
Adjustment range: horizontal = max. - 2.5 mm; vertical = ± 3 mm
in accordance with EN 1935; Classi� cation key: 

Processing and assembling drawing: Register 700

Use drilling jig
Z 914 477

PU = Packing unit

•

Use drilling jig
Z 914 477

•Z 994 920 31
Barrel hinge � Stainless steel
three-part,
for doors opening in,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

•

•Z 994 921 02 silver painted

Z 994 921 64 white coated

Barrel hinge � Aluminium
three-part,
for doors opening in,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

•

•Z 994 929 66.0003
Accessory set height adjustment,
for barrel hinges mentioned above,
including:
Level adjustment trestle and
threaded pin, 1 required per sash
PU = 1 item

•

•Z 994 949
Accessory set spacer plates,
thickness 0.5 mm,
for correction of recess joint
Please order separately!
PU = 10 items

•

Attention!
For Series A 72 the barrel hinge 
can be used for doors opening
in and out.

4  7  7  *  1  4  1  14  Alu
4  7  7  1  1  4  1  14  St / ER RSC

without RS
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•

Door-Series

1.0

Z 994 918 02 silver painted

Z 994 918 64 white coated

Barrel hinge � Steel
three-part,
for doors opening out,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

Please note!
Upon request, all door hinges 
can be supplied for special 
painting!

Barrel hinges made of aluminium and steel, for doors opening out
Adjustment range: horizontal = max. - 2.5 mm; vertical = ± 3 mm
in accordance with EN 1935; Classi� cation key:

Processing and assembling drawing: Register 700

Use drilling jig Z 914 477
and adapter Z 914 478

PU = Packing unit

•Z 994 918 31
Barrel hinge � Stainless steel
three-part,
for doors opening out,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

•Z 994 919 02 silver painted

Z 994 919 64 white coated

Barrel hinge � Aluminium
three-part,
for doors opening out,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

•Z 994 928 66.0003
Accessory set height adjustment,
for barrel hinges mentioned above,
including:
Level adjustment trestle,
threaded pin and spacer plates,
1 required per sash
PU = 1 item

•Z 994 948
Accessory set spacer plates,
thickness 0.5 mm,
for correction of recess joint
Please order separately!
PU = 10 items

4  7  7  *  1  4  1  14  Alu
4  7  7  1  1  4  1  14  St / ER



Fittings - Door 152/2007

•Z 998 468 02 silver painted

Z 998 468 64 white coated

Barrel hinge � Steel
three-part,
for doors opening in and out,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

Please note!
Upon request, all door hinges 
can be supplied for special 
painting!

Barrel hinges made of aluminium and steel, for doors opening in and out
Adjustment range: horizontal = max. - 2.5 mm; vertical = ± 3 mm
in accordance with EN 1935; Classi� cation key: 

Processing and assembling drawing: Register 700

Use drilling jig
Z 913 654

PU = Packing unit

•Z 998 468 31
Barrel hinge � Stainless steel
three-part,
for doors opening in and out,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

•Z 998 470 02 silver painted

Z 998 470 64 white coated

Barrel hinge � Aluminium
three-part,
for doors opening in and out,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

•Z 998 463
Accessory set spacer plates,
thickness 0.5 mm,
for correction of recess joint
Please order separately!
PU = 10 items

Use drilling jig
Z 913 654

4  7  7  *  1  4  1  14  Alu
4  7  7  1  1  4  1  14  St / ER

Door-Series
RSC

without RS
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Barrel hinges made of aluminium and steel, for doors opening in and out 
Adjustment range: horizontal = max. - 2.5 mm; vertical = ± 3 mm
in accordance with EN 1935;  classi� cation code: 

Processing and assembling drawing: Register 700

4  7  7  *  1  4  1  14  Alu
4  7  7  1  1  4  1  14  St / ER

0757-BPR-229-07-001

EN 1935 : 2002

A third door hinge must be inserted 
depending on the sash weight,
-> see table

In case of heavy use we recommend
inserting a third door hinge.
The third door hinge must be inserted 
450 mm from the upper edge of the sash!

On account of the bi-metal effect we
recommend inserting a third door hinge
or the central lock Z 994 376.

In case of the WK 3 design,
a third door hinge is always required!

•

1.0

•

•

•

•

•

* = Must be proved
  separately 

ER = Stainless steel

Door-Series



Fittings - Door 172/2007

1.0 A 72

Top pivots and lever arms for bottom door closers 
for stop doors, suitable for all bottom door closers 
with � at conical spindle and door hinges
with 36 mm pivoting point

Attention!
Use bottom door closer only in
combination with door hinges
with 36 mm pivoting point!

Door-Series

1.0 A 72

•

Top pivots and lever arms for bottom door closers 
for stop doors, suitable for all bottom door closers 
with � at conical spindle and door hinges
with 36 mm pivoting point

Z 990 043 02
Z 990 043 64
Top pivot with cover cap,
for doors opening in

•Z 992 290 02 DIN L
Z 992 290 64 DIN L
Lever arm with cover cap, 
for doors opening in

•Z 992 292 02 DIN R
Z 992 292 64 DIN R
Lever arm with cover cap, 
for doors opening in

•Z 994 078 02
Z 994 078 64
Top pivot with cover cap,
for doors opening out

•Z 994 079 02 DIN L
Z 994 079 64 DIN L
Lever arm with cover cap, 
for doors opening in

•Z 994 080 02 DIN R
Z 994 080 64 DIN R
Lever arm with cover cap, 
for doors opening out

•Z 905 762
Base for lever arm,
required for profi le
combinations with
supplementary profi le
P 421661

Plug-in axes for stop doors,
suitable for DORMA bottom door closers

•Z 911 301
Plug-in axis, 
extended by 10 mm

•Z 911 302
Plug-in axis, 
extended by 30 mm

•Z 990 043 02
Z 990 043 64
Top pivot with cover cap,
for doors opening in and out

•Z 991 100 02 DIN L
Z 991 100 64 DIN L
Lever arm with cover cap, 
for doors opening in and out

•Z 991 102 02 DIN R
Z 991 102 64 DIN R
Lever arm with cover cap, 
for doors opening in and out

•Z 992 822
Top pivot and lever arm
for swing doors, complete,
for sash profi le P 572102
(including special corner
bracket Z 907 906)

•Z 990 265
Pivot bearing with axial bearing 
for swing doors und rebate 
doors, as door bearing instead of 
a bottom door closer excluding 
closing function

Plug-in axes for stop doors,
suitable for GEZE bottom door closers

•Z 911 303
Plug-in axis, 
extended by 10 mm

•Z 911 304
Plug-in axis, 
extended by 30 mm

•

•

•

•

UK-Sockel

OFF10

13
3

3
.0

UK-Sockel

30
.0

OFF

15

UK-Sockel

OFF10

35
.0

30
.0

OFF

UK-Sockel

Door-Series

Lower edge of 
bottom rail

Lower edge of 
bottom rail

Lower edge of 
bottom rail

Lower edge of 
bottom rail
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Mortise locks with 8 mm spindle hole, designated for pro� le cylinder,
with suitable strike plates, all strike plates including � xing screws

Processing and assembling drawing: Register 700
Door-Series

1.0 A 72

•Z 911 286
Mortise lock with rustproof front plate,
35 mm backset, single-turn,
bolt throw 15 mm (with change-over), 
8 mm spindle hole,
designated for profi le cylinder,
suitable for left and right due
to reversible latch bolt, 
lock case and all inner parts galvanized

•

•Z 911 287
Mortise lock similar as above,
however with galvanized front plate

•

•Z 911 156 *)
Mortise lock with rustproof front plate,
35 mm backset, single-turn,
bolt throw 20 mm *),
bolt with 2 loosely attached hardened 
steel pins against sawing off
(with change-over), 
8 mm spindle hole,
designated for profi le cylinder,
suitable for left and right due
to reversible latch bolt,
lock case and all inner parts galvanized

•

•Z 994 012 02
Z 994 012 64
Strike plate made of aluminium

•

•Z 994 013 02
Z 994 013 64
Strike plate made of aluminium, 
designated for electric door opener
Z 904 269 / 286, Z 912 340 / 341
or insert piece Z 904 290

•

Z 994 014
Strike plate, made of black plastic,
for doors opening out

•

Z 994 237 31
Strike plate, made of Niro,
for doors opening out

•

Z 994 015 DIN L
Z 994 016 DIN R
Strike plate, made of black plastic,
for doors opening out,
designated for electric door opener
Z 904 269 / 286, Z 912 340 / 341

•

Z 994 239 31 DIN L
Z 994 238 31 DIN R
Strike plate as above,
however made of Niro

•

For electric door opener
cf. Page 30



Fittings - Door 192/2007

Mortise locks with 8 mm spindle hole, designated for pro� le cylinder,
with suitable strike plates, all strike plates including � xing screws

Processing and assembling drawing: Register 700

Z 911 286
Mortise lock with rustproof front plate,
35 mm backset, single-turn,
bolt throw 15 mm (with change-over), 
8 mm spindle hole,
designated for profi le cylinder,
suitable for left and right due
to reversible latch bolt, 
lock case and all inner parts galvanized

Z 911 287
Mortise lock similar as above,
however with galvanized front plate

Z 911 156 *)
Mortise lock with rustproof front plate,
35 mm backset, single-turn,
bolt throw 20 mm *),
bolt with 2 loosely attached hardened
steel pins against sawing off
(with change-over), 
8 mm spindle hole,
designated for profi le cylinder,
suitable for left and right due
to reversible latch bolt,
lock case and all inner parts galvanized

Z 994 012 02
Z 994 012 64
Strike plate made of aluminium

Z 994 013 02
Z 994 013 64
Strike plate made of aluminium, 
designated for electric door opener
Z 904 269 / 286, Z 912 340 / 341
or insert piece Z 904 290

Z 912 166
Additional base for mortise locks and
strike plates Z 994 012 and Z 994 013,
required for Series RSC

•

•

•

•

•

•

For electric door opener
cf. Page 30

Door-Series
RSC

without RS
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Mortise lock with adjustable roller latch, designated for pro� le cylinder,
with suitable strike plates, all strike plates including � xing screws

1.0 A 72

•Z 911 159
Mortise lock with rustproof front plate,
35 mm backset, single-turn,
with adjustable roller latch, 
bolt throw 20 mm,
bolt with 2 loosely attached hardened 
steel pins against sawing off
(with change-over), 
lock case and all inner parts galvanized

•

•Z 994 012 02
Z 994 012 64
Strike plate made of aluminium

•

Z 994 014
Strike plate, made of black plastic,
for doors opening out

•

Z 994 237 31
Strike plate, made of Niro,
for doors opening out

•

Door-Series



Fittings - Door 212/2007

Mortise lock with adjustable roller latch, designated for pro� le cylinder,
with suitable strike plates, all strike plates including � xing screws

Z 911 159
Mortise lock with rustproof front plate,
35 mm backset, single-turn,
with adjustable roller latch, 
bolt throw 20 mm,
bolt with 2 loosely attached hardened 
steel pins against sawing off
(with change-over), 
lock case and all inner parts galvanized

Z 994 012 02
Z 994 012 64
Strike plate made of aluminium

Z 912 166
Additional base for
mortise lock Z 911 159
and strike plate Z 994 012,
required for Series RSC

•

•

•

Door-Series
RSC

without RS
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Latch with 8 mm spindle hole, for doors not intended for locking,
with suitable strike plates, all strike plates including � xing screws

Processing and assembling drawing: Register 700

Z 911 157
Latch with rustproof front plate,
35 mm backset, single-turn, 
without bolt,  
8 mm spindle hole,
suitable for left and right due
to reversible latch bolt,
lock case and all inner parts galvanized

Z 994 164 02
Z 994 164 64
Strike plate made of aluminium

Z 911 157
Latch with rustproof front plate,
35 mm backset, single-turn, 
without bolt,  
8 mm spindle hole,
suitable for left and right due
to reversible latch bolt,
lock case and all inner parts galvanized

•

1.0 A 72

•

••

•

Z 912 166
Additional base for
mortise lock Z 911 157, 
required for Series RSC

•

Z 994 164 02
Z 994 164 64
Strike plate made of aluminium

•

Z 912 708
Additional base for strike plates
Z 994 164 and Z 994 017,
required for Series RSC

•

Door-Series
RSC

without RS



Fittings - Door 232/2007

Bolt locks, designated for pro� le cylinder,
with suitable strike plates, all strike plates including � xing screws

Processing and assembling drawing: Register 700

Z 911 158
Bolt lock with rustproof front plate,
35 mm backset, single-turn,
with adjustable roller latch, 
bolt throw 20 mm,
bolt with 2 loosely attached hardened
steel pins against sawing off
(with change-over), 
lock case and all inner parts galvanized

Z 994 017 02
Z 994 017 64
Strike plate made of aluminium

Z 911 158
Bolt lock with rustproof front plate,
35 mm backset, single-turn,
with adjustable roller latch, 
bolt throw 20 mm,
bolt with 2 loosely attached hardened
steel pins against sawing off
(with change-over), 
lock case and all inner parts galvanized

•

1.0 A 72

•

••

•

Z 912 710
Additional base for
mortise lock Z 911 158, 
required for Series RSC

•

Z 994 017 02
Z 994 017 64
Strike plate made of aluminium

•

Z 912 708
Additional base for strike plates
Z 994 164 and Z 994 017,
required for Series RSC

•

Door-Series
RSC

without RS



24  Fittings - Door 2/2007

Mortise locks and bolt locks for single acting door with double sash and swing door
with suitable strike plates, all strike plates including � xing screws

Z 992 546
Bolt lock with rustproof front plate,
45 mm backset, single-turn,
5 mm protrusive bolt,
including strike plate
for rebate door with independent
swing outside
with profi le P 421654

Z 912 244
Mortise lock with rustproof front plate,
for swing doors,
30 mm backset, single-turn,
with adjustable roller latch, 
bolt throw 20 mm,
bolt with 2 loosely attached hardened
steel pins against sawing off
(with change-over), 
lock case and all inner parts galvanized

1.0 A 72

•

•

Z 993 613 31
Strike plate, made of Niro,
for mortise lock Z 912 244

•

Z 912 245
Bolt lock with rustproof front plate,
for swing doors,
30 mm backset, single-turn,
bolt throw 20 mm,
bolt with 2 loosely attached hardened
steel pins against sawing off
(with change-over), 
lock case and all inner parts galvanized

•

Z 993 614 31
Strike plate, made of Niro,
for mortise lock Z 912 245

•

Door-Series
RSC

without RS



Fittings - Door 252/2007

1.0 A 72

•Z 911 344
Door handle pin,
8 mm square pin,
Length = 75 mm,
for two-sided operation,
suitable for door handles
Z 911 166 / 167

Fittings and accessories for doors opening in and out
Door handle and door handle pins with 8 mm square pin

Processing and assembling drawing: Register 700

•

•Z 911 345
Door handle pin,
8 mm square pin,
Length = 155 mm,
for inside and outside operation,
suitable for door handles
Z 911 166 / 167

•

Z 912 715
Door handle pin,
8 mm square pin,
Length = 110 mm,
for one-sided operation,
suitable for door handles
Z 911 166 / 167

•

•

Z 994 067 02
Z 994 067 64
Profi le cylinder rosette,
Safety rosette
two-part,
Hieght 9 mm

Z 994 066 02
Z 994 066 64
Profi le cylinder rosette,
Safety rosette
two-part,
Hieght 7 mm

Z 994 065 02
Z 994 065 64
Profi le cylinder rosette,
Safety rosette
two-part,
Hieght 6 mm

• ••

Z 911 166 02
Z 911 166 64
Door handle (half),
on square-edged rosettes
fi rmly pivoted,
for 8 mm square pin, 
with concealed screwing

Z 911 167 02
Z 911 167 64
Door handle, C - shape (half),
on square-edged rosettes
fi rmly pivoted,
for 8 mm square pin, 
with concealed screwing

• ••

• ••

Door-Series
RSC

without RS



26  Fittings - Door 2/2007

1.0 A 72

Fittings and accessories for doors opening in and out
Processing and assembling drawing: Register 700

•
Z 914 164 02
Z 914 164 64
Z 914 164 31
Door handle, U - shape (half),
on square-edged rosettes
fi rmly pivoted,
for 8 mm square pin, 
with concealed screwing

• •

•
Z 914 165 02
Z 914 165 64
Z 914 165 31
Door handle, U - shape (half),
on square-edged rosettes
fi rmly pivoted,
for 8 mm square pin, 
with concealed screwing

• •

•
Z 914 166 02
Z 914 166 64
Z 914 166 31
Door handle, C - shape (half),
on square-edged rosettes
fi rmly pivoted,
for 8 mm square pin, 
with concealed screwing

• •

•
Z 913 517 02
Z 913 517 64
Z 913 517 31
Profi le cylinder rosette, oval,
Height 8 mm

• •

•Z 914 145
Door handle pin,
8 mm square pin,
Length = 75 mm,
for two-sided operation,
suitable for door handles
Z 914 164 / 165 / 166

•

•Z 914 146
Door handle pin,
8 mm square pin,
Length = 130 mm,
for inside and outside operation,
suitable for door handles
Z 914 164 / 165 / 166

•

•

•

Door-Series
RSC

without RS



Fittings - Door 272/2007

Mortise locks with 9 mm spindle hole, designated for pro� le cylinder, with suitable strike plates,
analogously to the mortise anti-panic locks, however without panic function

Processing and assembling drawing: Register 700

1.0

•

Door-Series

1.0

WILKA BKS 

Z 994 779
Mortise lock with
rustproof front plate,
35 mm backset, single-turn,
(with change-over), 
9 mm spindle hole,
designated for profi le
cylinder, suitable for left
and right due to reversible 
latch bolt

•Z 994 648 31
Strike plate, stainless steel,
suitable for DIN L and DIN R,
270 x 24 x 3 mm

•Z 994 471 31
Strike plate, stainless steel,
designated for
electric door opener,
suitable for DIN L and DIN R,
270 x 24 x 3 mm

Electric door opener cf. Page 30

•Z 994 786 31
Strike plate, stainless steel,
suitable for DIN L and DIN R,
270 x 52.5 x 3 mm,
for doors opening out

•Z 994 787 31
Strike plate, stainless steel,
designated for
electric door opener,
DIN Left
270 x 52.5 x 3 mm,
for doors opening out

•Z 994 788 31
Strike plate, stainless steel,
designated for
electric door opener,
DIN Right
270 x 52.5 x 3 mm,
for doors opening out

•Z 994 649
Mortise lock with
rustproof front plate,
35 mm backset, single-turn,
(with change-over), 
9 mm spindle hole,
designated for profi le
cylinder, suitable for left
and right due to reversible 
latch bolt

•Z 992 998 31
Strike plate, stainless steel,
suitable for DIN L and DIN R,
270 x 24 x 3 mm

•Z 994 472 31
Strike plate, stainless steel,
designated for
electric door opener,
suitable for DIN L and DIN R,
270 x 24 x 3 mm

•Z 994 669 31
Strike plate, stainless steel,
suitable for DIN L and DIN R,
270 x 52.5 x 3 mm,
for doors opening out

•Z 994 645 31
Strike plate, stainless steel,
designated for
electric door opener,
DIN Left
270 x 52.5 x 3 mm,
for doors opening out

•Z 994 646 31
Strike plate, stainless steel,
designated for
electric door opener,
DIN Right
270 x 52.5 x 3 mm,
for doors opening out

� Door-Series



28  Fittings - Door 2/2007

Z 994 779
Mortise lock with
rustproof front plate,
35 mm backset, single-turn,
(with change-over), 
9 mm spindle hole,
designated for profi le
cylinder, suitable for left
and right due to reversible 
latch bolt

Z 912 706
Base for lock
and strike plate,
suitable for DIN L and DIN R 
270 x 24 x 3 mm

For Series RSC only
Please order separately!

Z 994 648 31
Strike plate, stainless steel,
suitable for DIN L and DIN R,
270 x 24 x 3 mm

Z 994 649
Mortise lock with
rustproof front plate,
35 mm backset, single-turn,
(with change-over), 
9 mm spindle hole,
designated for profi le
cylinder, suitable for left
and right due to reversible 
latch bolt

Z 992 998 31
Strike plate, stainless steel,
suitable for DIN L and DIN R,
270 x 24 x 3 mm

A 72

••

A 72

••

•

••

Z 912 706
Base for lock
and strike plate,
suitable for DIN L and DIN R 
270 x 24 x 3 mm

For Series RSC only
Please order separately!

•

••

Z 992 472 31
Strike plate, stainless steel,
designated for
electric door opener,
suitable for DIN L and DIN R,
270 x 24 x 3 mm

••Z 994 471 31
Strike plate, stainless steel,
designated for
electric door opener,
suitable for DIN L and DIN R,
270 x 24 x 3 mm

••

WILKA BKS �

Electric door opener cf. Page 30

Door-Series
RSC

without RS

Door-Series
RSC

without RS

Mortise locks with 9 mm spindle hole, designated for pro� le cylinder, with suitable strike plates,
analogously to the mortise anti-panic locks, however without panic function

Processing and assembling drawing: Register 700



Fittings - Door 292/2007

1.0 A 72

Fittings and accessories for doors opening in and out
Processing and assembling drawing: Register 700

•
Z 994 572 02
Z 994 572 64
Z 994 572 31
Door handle,
lever handle (half) with return spring,
including profi le cylinder rosette,
suitable for mortise lock Z 994 779

• •

•Z 998 410 64
Z 998 410 31
Door handle,
lever handle (half) with return spring,
including profi le cylinder rosette,
suitable for mortise lock Z 994 779

• •

•Z 998 411 64
Z 998 411 31
Door handle,
lever handle (half) with return spring,
including profi le cylinder rosette,
suitable for mortise lock Z 994 779

• •

•Z 913 556
Door handle pin,
9 mm square pin,
Length = 85 mm,
for one-sided operation,
suitable for door handles above

••Z 914 509
Door handle pin,
9 mm square pin,
Length = 130 mm,
for inside and outside operation,
suitable for door handles above

•Z 913 076
Door handle pin,
9 mm square pin,
Length = 90 mm,
for one-sided operation,
suitable for door handles above

••Z 913 074
Door handle pin,
9 mm square pin,
Length = 130 mm,
for inside and outside operation,
suitable for door handles above

•Z 998 316 64
Z 998 316 31
Door handle,
lever handle (half) with return spring,
including profi le cylinder rosette,
suitable for mortise lock Z 994 649

• •

WILKA 

BKS 

�
Door-Series

RSC
without RS



30  Fittings - Door 2/2007

1.0 A 721.0 A 72

•Z 904 269
Electric door opener,
without unlocking,
FaFix ,
6 - 12 Volt DC, AC,
suitable for left and right

• •

•Z 904 286
Electric door opener,
with mechanical unlocking of 
electric opener latch during 
daytime, FaFix,
6 - 12 Volt DC, AC,
suitable for left and right

• •

•Z 912 340
Electric door opener,
with radius latch,
without unlocking,
FaFix,
6 - 12 Volt DC, AC,
suitable for left and right

• •

•Z 904 341
Electric door opener,
with radius latch,
with mechanical unlocking of 
electric opener latch during 
daytime, FaFix,
6 - 12 Volt DC, AC,
suitable for left and right

• •

•Z 904 290
Adjustable striking plate insert 
piece, designated for electric
door opener 

• •
Special design electric openers upon enquiry! 

FaFix =  Door opener with adjustable and lockable door opener latch
DC =  Direct current
AC =  Alternating current

Fittings and accessories for doors opening in and out
Processing and assembling drawing: Register 700

Z 911 160
Safety profi le cylinder,
30 / 55 mm
matt nickel,
protected against drilling,
with 3 keys

Z 912 811
Safety profi le cylinder,
30 / 50 mm
matt nickel,
with 3 keys

Z 913 033
Safety profi le cylinder,
45 / 45 mm
matt nickel,
with 3 keys

Z 900 037
Safety profi le cylinder,
30 / 30 mm
matt nickel,
protected against drilling,
with 3 keys

•

•

•

•

Door-Series
RSC

without RS

Door-Series
RSC

without RS



Fittings - Door 312/2007

Fittings and accessories / espagnolette bolt and � ush bolt, excluding operating rods
Processing and assembling drawing: Register 700

1.0 A 72

•

Door-Series

A 72

••

1.0

Z 991 782
Bascule fl ush bolt excluding 
front plate,
with 8 mm square pin,
operation with pin key
from rebate, bolt ends
with 10 mm inner thread,
complete including base and 
fi xing screws

Please order operating rod 
separately!

Z 912 512
3 mm base,
required in addition when
using bascule fl ush bolt
Z 991 782 for Series A 72

Z 994 018
Flush bolt,
effective on both sides, 
35 mm backset,
galvanized, with lever
for top-hung window, 
M10 inner thread
on rod ends,
20 mm stroke,

Please order operating 
rod separately!

Fittings and accessories
for rebate swing doors ,  
swing doors, double action 
doors

Flush bolts and 
espagnolette bolts 
for two-sash doors

•

Z 908 543
Operating rod, diam. 10 mm,
galvanized steel,
M10 thread at one end,
Length = 1500 mm
2 required

••

Z 911 758 64
Square key,
suitable for fl ush bolt
Z 991 782

••

•

•Z 908 543
Operating rod,
diam. 10 mm,
galvanized steel,
M10 thread at one end,
Length = 1500 mm
2 required

•

•Z 994 018
Flush bolt,
effective on both sides, 
35 mm backset,
galvanized, with lever
for top-hung window, 
M10 inner thread
on rod ends,
20 mm stroke,

Please order operating 
rod separately!

Z 912 707
Additional base
for fl ush bolt
Z 994 018  
required for Series RSC

•

Z 908 543
Operating rod,
diam. 10 mm,
galvanized steel,
M10 thread at one end,
Length = 1500 mm
2 required

•

Door-Series
RSC

without RS



32  Fittings - Door 2/2007

Z 992 816 02
Z 992 816 64
Turning espagnolette bolt,
for left turn,
with M10 inner thread
for operating rod

1.0 A 721.0 A 72

• • •Z 993 438
Coupling piece for the
operating rods if an electric 
opener is used at 1050 mm
in the inactive sash,
in combination with the
rebate espagnolette bolt or 
the ECO dual locking system, 
suitable for operating rods 
diameter 10 mm

Fittings and accessories / espagnolette bolt and � ush bolt, excluding operating rods
Processing and assembling drawing: Register 700

• • •

Z 992 818 02
Z 992 818 64
Turning espagnolette bolt,
for right turn,
with M10 inner thread
for operating rod

Please order operating rod 
separately!

• • •

Z 990 865 02
Z 990 865 64
Espagnolette bolt with 
rocker arm,
with M10 inner thread
for operating rod

Please order operating 
rod separately!

• • •

Z 908 543
Operating rod,
diam. 10 mm,
galvanized steel,
M10 thread at one end,
Length = 1500 mm
2 required

• • •

Z 900 281
Aluminium operating rod,
diam. 10 mm,
Length = 6000 mm,
suitable for espagnolette 
bolt and fl ush bolt,
applicable as option
for Z 908 543

• • •

Attention!
Bevel operating rod for 
clamping screw

Attention!
For the operating rods processed 
corner brackets are required ->
Please order separately:

•Z 912 167
Corner bracket,
nailable only, 
processed for operating rod,
for profi les B 521250 / 251

•Z 912 168
Corner bracket,
nailable only, 
processed for operating rod,
for profi les B 521252 / 253

•Z 912 169
Corner bracket,
nailable only, 
processed for operating rod,
for profi les B 572260 / 261

Door-Series
RSC

without RS

Door-Series
RSC

without RS



Fittings - Door 332/2007

Z 994 631
ECO dual catch
System I, designated 
for upper locking only

1.0 A 721.0 A 72

•Z 994 019 02
Upper and lower locking part 
for doors opening in
with espagnolette bolt,
can be inserted into thresholds
B 521665 / P421667 /
K 910 080

Fittings and accessories for doors opening in and out, excluding operating rods
Processing and assembling drawing: Register 700

• •

Z 994 641
ECO dual catch
System I, designated 
for upper locking only

•

Attention!
For dual catch System I and II
processed corner brackets are required ->
Please order separately:

ECO dual catch for
doors opening in

Z 994 632
ECO dual catch
System II, for
automatic upper and 
bottom locking of the 
inactive sash via the 
active sash

• •

Z 998 012
ECO dual catch
System II, for
automatic upper and 
bottom locking of the 
inactive sash via the 
active sash

•

Z 909 417
Operating rod (tube),
diamater 10 mm,
Length = 2500 mm,
suitable for dual catch
System II

• ••

Z 994 076
Corner bracket,
nailable only, 
processed for
ECO dual catch

•

Z 912 323
Corner bracket,
nailable only, 
processed for
ECO dual catch

•

Locking parts for locking
with operating rods

•Z 994 020 02
Upper and lower locking part 
for doors opening out
with espagnolette bolt,
can be inserted into thresholds
B 521665 / P421667 /
K 910 080

•Z 993 053
Upper and lower locking part 
for doors opening in and out
with espagnolette bolt,
can be inserted into threshold 
B 572684

•Z 998 004
Lower locking part
for doors opening in and out 
with espagnolette bolt,
can be inserted into threshold 
B 531603

•Z 993 154
Upper and lower locking part 
for doors opening in and out
with espagnolette bolt,
for continuous fl oor

•

•Z 994 060
Upper locking part and
ground sleeve for
doors opening in and out 
with espagnolette bolt

•

•Z 993 496
Guide piece for
door fl ush bolts with 4 screws 
for two-sash doors when
using ECO dual catch

•Z 913 082
Ground sleeve,
can be used as option to
guide piece for door fl ush bolts

•Z 998 093
Strike plate for inactive sash,
to be used in combination with 
guide piece for door fl ush bolts

Door-Series
RSC

without RS

Door-Series
RSC

without RS



34  Fittings - Door 2/2007

P 599 001
Push bar,
aluminium square tube,
100 x 18 mm
Stock length = 5 m

1.0 A 721.0 A 72

•Z 900 939 02
Aluminium door handle
110 x 220 mm

Fittings and accessories for doors opening in and out
Processing and assembling drawing: Register 700

• •

Z 902 134 00
Support for push bar,
height = 30 mm,
suitable for P 599 001

•Z 911 165
Fixing plate for push 
grips with 190 mm
hole pitch as well as for 
150 X 150 mm
with 70 mm hole pitch

•

• ••

Z 902 126 00
Support for push bar,
height = 50 mm,
suitable for P 599 001

• ••

Z 902 130 00
Support for push bar,
height = 65 mm,
suitable for P 599 001

• ••

Z 908 355
Adhesive tape,
adhesive on both sides,
19 x 1.1 mm (3M Type 4939F)
required for gluing push bar
P 599 001

• ••

Z 908 394
Threaded rod made of V 2A
M8 / M6 x 28 mm
for fi xing push bar P 599 001

• ••

Z 900 943 02
Z 900 943 64
Aluminium capnut M8,
for fi xing push bar with
Z 908 394

• ••

•

•Z 905 770
Fixing plate for push 
grips with 190 mm
hole pitch as well as for 
150 X 150 mm
with 70 mm hole pitch

•Z 911 163
Threaded rod
made of V2A, M8 x 100,
for fi xing the supports 
with door handles or 
push bars

•Z 900 929
Threaded rod
made of V2A, M8 x 85,
for fi xing the supports 
with door handles or 
push bars

•Z 906 359
Threaded rod
made of V2A, M8 x 20,
for fi xing with fi xing plate
Z 911 165

•

•Z 908 873 64
Push grip, aluminium 
coated, for one-sided and 
double-sided operation,
order 2 for double-sided 
installation

•Z 908 874 64
Push grip, aluminium 
coated, for one-sided and 
double-sided operation,
order 2 for double-sided 
installation

•Z 993 311
Fixing material
for push grips,
for one-sided installation

•Z 993 312
Fixing material
for push grips,
for double-sided
installation
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Door-Series
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without RS



Fittings - Door 352/2007

Safety equipment
Processing and assembling drawing: Register 700

•

•

•

1.0

•

•

Door-Series

1.0

Z 994 179 31
Three-bolt safety lock,
suitable for DIN L and DIN R,
35 mm backset,
8 mm square pin (with change-over)
locking with 20 mm throw,
including strike plate and
locking pieces for locking systems, 
lock foreend and strike plates
made of rustproof material

Attention!
Min. sash height 1950 mm

•Z 994 182
Fixing material set for
three-bolt safety lock

•Z 994 065 02
Z 994 065 64
Profi le cylinder rosette,
Safety rosette, two-part
Height 6 mm

Z 994 361 galvanized

Z 994 361 64 painted

Z 994 361 31 rustproof
Three-bolt safety lock,
suitable for DIN L and DIN R,
35 mm backset,
8 mm square pin (with change-over)
locking with 20 mm throw,
including locking pieces 
for locking systems,
however excluding strike plate
for the lock area

Z 994 371
Fixing material set for
three-bolt safety lock

Z 912 693 31
Z 912 693 64
Strike plate for the
main lock area

Z 911 275
Mortise lock,
40 mm backset,
8 mm square pin (with change-over)
suitable for strike plates 
Z 912 693 / 695

Z 994 341 31
Strike plate for the main lock area,
designated for electric door opener
suitable for DIN L and DIN R,
for three-bolt safety lock
and mortise lock

•

Safety equipment for doors
opening in with pro� le B 521250

Safety equipment for single and 
double sash doors with pro� les
B 521252 / 253

•Z 994 067 02
Z 994 067 64
Profi le cylinder rosette,
Safety rosette, two-part
Height 9 mm

•Z 911 160
Safety profi le cylinder,
30 / 55 mm
matt nickel,
protected against drilling,
with 3 keys

•Z 994 695 31
Z 994 695 64
Strike plate for the main lock area,
designated for electric door opener

•Z 904 290
Strike plate insert piece,
adjustable, designated for
electric door opener

521250521150
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36  Fittings - Door 2/2007

Door handles and push grips with accessories
Processing and assembling drawing: Register 700

1.0

•

1.0

Z 912 345 02
Z 912 345 64
Door handle set, with return spring,
drill-proof narrow shield 
36 x 250 mm,
fi xed knob on the outside,
including 8 mm square pin and 
3 continuous fi xing screws
Drill hole: Profi le cylinder, A = 92 mm

•Z 912 343 02
Z 912 343 64
Door handle set, with return spring,
drill-proof narrow shield 
36 x 250 mm,
bow-handle on the outside,
including 8 mm square pin and 
3 continuous fi xing screws
Drill hole: Profi le cylinder, A = 92 mm

•Z 912 360 02
Z 912 360 64
Door handle set, with return spring,
drill-proof narrow shield 
36 x 250 mm,
fi xed knob on the outside,
including 8 mm square pin and 
3 continuous fi xing screws
Drill hole: Profi le cylinder, A = 92 mm

•Z 912 346  brass
Door handle set, with return spring,
drill-proof narrow shield 
36 x 250 mm,
bow-handle on the outside,
including 8 mm square pin and 
3 continuous fi xing screws
Drill hole: Profi le cylinder, A = 92 mm

•Z 912 344 02
Z 912 344 64
Door handle, half, with return spring,
drill-proof narrow shield 
36 x 250 mm,
fi xed knob on the outside,
including fi rmly fi tted 8 mm square pin,
Length = 40 mm
and 3 continuous fi xing screws
Drill hole: Profi le cylinder, A = 92 mm

•Z 912 347
Door handle, half, with return spring,
drill-proof narrow shield 
36 x 250 mm,
fi xed knob on the outside,
including fi rmly fi tted 8 mm square pin,
Length = 40 mm
and 3 continuous fi xing screws
Drill hole: Profi le cylinder, A = 92 mm

•Z 912 348 02
Z 912 348 64
Push grip, shape "cranked"
Diameter:   25 mm
Gauge for drill holes:     300 mm
Projection:     100 mm
Depth:                78 mm
Optional narrow shield set Z 912 351
Please order � xing set separately!

•Z 912 351 02
Narrow shield set with
door handle (inside),
including fi xing material,
suitable for push grips
Z912 348 / 349 / 350

Note: Narrow shield set only
available in aluminium C-O (02)

•Z 912 349 02
Z 912 349 64
Push grip, shape "semi-circle"
Diameter:   30 mm
Gauge for drill holes:       300 mm
Projection:     210 mm
Depth:                90 mm
Optional narrow shield set Z 912 351
Please order � xing set separately!

•Z 912 350 02
Z 912 350 64
Push grip, shape "triangular"
Diameter:   25 mm
Gauge for drill holes:       300 mm
Projection:     146 mm
Depth:                78 mm
Optional narrow shield set Z 912 351
Please order � xing set separately!

•Z 912 352
Fixing set "exterior"
for push grips Z 912 348 / 349 / 350
one-sided, invisible fi xing
Drill hole diameter = 10 mm,
drill using fl at countersink
diameter = 10 / 15

•Z 912 353
Fixing set "on both sides"
for push grips Z 912 348 / 349 / 350
two-sided, invisible fi xing,
Drill hole diameter = 10 mm,
drill using fl at countersink
diameter = 10 / 15

100

78

Ø 25 

30
0

78

30
0

153

Ø 25 

146

78

Ø 25 30
0

Door-Series Door-Series



Fittings - Door 372/2007

1.0

•

1.0
Door locks WK 2, including strike plates
for additional locks 

Fittings and accessories for burglar-resistant single and double-sash doors
in accordance with DIN V ENV 1627 with sash pro� le B 521252 / 253, opening in and out

Processing and assembling drawing: Register 700

Z 994 361 galvanized

Z 994 361 64 painted

Z 994 361 31 rustproof

Mortise triple-bolt
safety door lock,
galvanized, double-turn,
40 mm backset,
suitable for DIN L and DIN R

Door locks WK 3, including strike plates
for additional locks

•
Z 994 362 galvanized

Z 994 362 64 painted

Z 994 362 31 rustproof

Mortise triple-bolt
safety door lock,
galvanized, double-turn,
40 mm backset,
suitable for DIN L and DIN R

•
Z 994 363 galvanized

Z 994 363 64 painted

Z 994 363 31 rustproof

Mortise triple-bolt
safety door lock,
galvanized, double-turn,
40 mm backset,
suitable for DIN L and DIN R

•
Z 994 364 galvanized

Z 994 364 64 painted

Z 994 364 31 rustproof

Mortise triple-bolt
safety door lock,
galvanized, double-turn,
40 mm backset,
suitable for DIN L and DIN R

Door-Series Door-Series



38  Fittings - Door 2/2007

1.0

•

1.0

Z 994 365 64
Z 994 365 31
Strike plate for the
main lock area on
door locks Z 994 361 - 364,
for doors opening in

•Z 994 366 64
Z 994 366 31
Strike plate for the
main lock area on
door locks Z 994 361 - 364,
for doors opening out

Strike plates WK 2 / WK 3 

•Z 994 367 64 DIN L
Z 994 367 31 DIN L
Strike plate for the
main lock area on
door locks Z 994 361 - 364,
designated for electric door 
opener, for doors opening in

•Z 994 368 64 DIN R
Z 994 368 31 DIN R
Strike plate for the
main lock area on
door locks Z 994 361 - 364,
designated for electric door 
opener, for doors opening in

•Z 994 369 64 DIN L
Z 994 369 31 DIN L
Strike plate for the
main lock area on
door locks Z 994 361 - 364,
designated for electric door 
opener, for doors opening out

•Z 994 370 64 DIN R
Z 994 370 31 DIN R
Strike plate for the
main lock area on
door locks Z 994 361 - 364,
designated for electric door 
opener, for doors opening out

•Z 994 371
WK 2 fi xing material set
for door locks Z 994 361 / 362 
and strike plates Z 994 365 - 370
1 required per door lock

•Z 994 372
WK 3 fi xing material set
for door locks Z 994 363 / 364 
and strike plates Z 994 365 - 370
1 required per door lock

•

•

•

•

•K 910 059
WK glazing base,
Length = 5 m, continuous,
with screw Z 900 656
secure in compliance with
test report

•Z 912 701 - WK 2 Doors
Z 912 702 - WK 3 Doors
Authorization shield for 
single and double-sash 
WK2 / WK3 doors

Z 904 269
Electric door opener,
without unlocking, FaFix ,
6 - 12 Volt DC, AC,
suitable for left and right

Z 904 286
Electric door opener,
with mechanical unlocking of 
electric opener latch during 
daytime, FaFix,
6 - 12 Volt DC, AC,
suitable for left and right

Z 912 340
Electric door opener,
with radius latch,
without unlocking, FaFix,
6 - 12 Volt DC, AC,
suitable for left and right

Z 904 341
Electric door opener,
with radius latch,
with mechanical unlocking of 
electric opener latch during 
daytime, FaFix,
6 - 12 Volt DC, AC,
suitable for left and right

FaFix  =  Door opener with adjustable and lockable
  door opener latch
DC =  Direct current
AC =  Alternating current

Fittings and accessories for burglar-resistant single and double-sash doors
in accordance with DIN V ENV 1627 with sash pro� le B 521252 / 253, opening in and out

Processing and assembling drawing: Register 700

Door-Series Door-Series



Fittings - Door 392/2007

1.0

•

1.0

Z 994 018
Flush bolt, double-sided effect, 
backset 35, galvanized,
with lever for top-hung window, 
rod ends with M10 inner thread,
20 mm lifting,

Please order operating rod 
separately!

Fittings WK 2 / WK 3 

•Z 908 543
Operating rod, diam. 10 mm,
M10 thread at one end,
Length = 1500 mm
2 required

•Z 994 332
Upper and lower locking part ,
including fi xing material,
for doors opening in
with espagnolette bolt
 
Can be inserted into thresholds

•Z 994 333
Upper and lower locking part ,
including fi xing material,
for doors opening out
with espagnolette bolt
 
can be inserted into thresholds

•Z 994 359
Upper locking part
and ground sleeve,
including fi xing material,
doors opening in and out 
with espagnolette bolt

•Z 994 334
Upper and lower locking part ,
including fi xing material,
for doors opening in
with espagnolette bolt
 
Can be inserted into thresholds

•Z 994 335
Upper and lower locking part ,
including fi xing material,
for doors opening out
with espagnolette bolt
 
can be inserted into thresholds

•Z 994 360
Upper locking part
and ground sleeve,
including fi xing material,
doors opening in and out 
with espagnolette bolt

Locking parts WK3, suitable for � ush bolt

•Z 912 699
Operating rod, diam. 12 mm,
M10 thread at one end,
Length = 1500 mm
2 required

Locking parts WK2,
suitable for � ush bolt

Fittings and accessories for burglar-resistant single and double-sash doors
in accordance with DIN V ENV 1627 with sash pro� le B 521252 / 253, opening in and out

Processing and assembling drawing: Register 700

Door-SeriesDoor-Series
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Please note!
Upon request, all door hinges
can be supplied unassembled
for special painting!

Door hinges, screw-on type, with asymmetric adjustable bushes, for doors opening in and out
Adjustment range: horizontal = ± 1.5 mm; vertical = -1 mm, + 3 mm
Classi� cation key:

Processing and assembling drawing: Register 700

DIN L
Z 994 213 02
Z 994 213 64
Door hinge, 3-part, 
with 20 mm
pivoting point
PU = 6 items

DIN R
Z 994 258 02
Z 994 258 64
Door hinge, 3-part, 
with 20 mm
pivoting point
PU = 6 items

Use drilling jig
Z 908 334

PU = Packing unit

Use drilling jig
Z 908 343

1.0

•

•Z 994 331
Axial pin, must be inserted on
the WK2 door opening out
Note: Door height adjustment with axial pin
Z 994 331 only possible every 180°

•Z 994 269
Accessory set, including:
Backing plates with spring,
complete for one door hinge,
for doors opening in and out,
max. sash weight 130 kg

PU = 6 items

•Z 994 220
Accessory set, including:
6 spacer sleeves with screws,
complete for one door hinge,
for doors opening out,
required if three-part hinge fi xing
is carried out in the inner chamber

PU = 6 items

Fittings and accessories for burglar-resistant single and double-sash doors
in accordance with DIN V ENV 1627 with sash pro� le B 521252 / 253, opening in and out

Door hinge application:
WK 2 = doors opening in and out
WK 3 = doors opening in PU = 6 items

•Z 906 433
Drive-in pin to secure screws,
for hinge fastening screws,
for doors opening out
at least 3 required

•Z 994 663
Safety pin with support,
3 required in hinge area

4  7  7  1  1  4  1  14  3-part
4  7  6  0  1  4  1  13  2-part

Door-Series



Fittings - Door 412/2007

•Z 994 647 02 silver painted

Z 994 647 64 white coated

Barrel hinge � Steel

Barrel hinges made of aluminium and steel, for doors opening in and out
Adjustment range: horizontal = max. - 2.5 mm; vertical = ± 3 mm
in accordance with EN 1935; Corrosion class 4; Classi� cation key:

Processing and assembling drawing: Register 700

•Z 994 918 31
Barrel hinge � Stainless steel
three-part,
for doors opening out,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

•Z 994 928 66.0003
Accessory set height adjustment,
for barrel hinges mentioned above,
including: level adjustment trestle,
threaded pin and spacer plates
PU = 1 item

Use drilling jig Z 914 477
and adapter Z 914 478

1.0

PU = Packing unit

•Z 994 948
Accessory set spacer plates,
thickness 0.5 mm,
for correction of recess joint
Please order separately!
PU = 10 items

Fittings and accessories for burglar-resistant single and double-sash doors, design WK2 / WK3
in accordance with DIN V ENV 1627 with sash pro� le B 521252 / 253, opening in and out

•Z 994 928 02
Accessory set height adjustment,
for barrel hinges mentioned above,
including: level adjustment trestle
and threaded pin
PU = 1 item

•Z 994 948
Accessory set spacer plates,
thickness 0.5 mm,
for correction of recess joint
Please order separately!
PU = 10 itemsUse drilling jig

Z 914 477

4  7  7  *  1  4  1  14  Alu
4  7  7  1  1  4  1  14  St / ER

Z 994 647 31
Barrel hinge � Stainless steel
three-part,
for doors opening in,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

•

•Z 994 918 02 silver painted

Z 994 918 64 white coated

Barrel hinge � Steel

•Z 994 919 02 silver painted

Z 994 919 64 white coated

Barrel hinge � Aluminium
three-part,
for doors opening out,
Pivoting point = 12.5 mm
complete, including accessory set
PU = 1 item

Door-Series
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1.0 A 721.0 A 72

•Z 912 622 02
Z 912 622 64
WK 2 Panel,
aluminium plate
with safety fi lling
Resistance class according 
to DIN EN 356 class P6B

Delivery time upon
enquiry!

Z 994 036
WK 2 / WK 3 
Accessory set,
plastic guide pieces
and chamber gaskets,
for single-sash door,
1 required

•

Width x height required in mm
Panel size max. 1100 x 2200 mm

WK 2 / WK 3 Door accessories WK 2 / WK 3 Door accessories
Safety panels

Z 994 037
WK 2 
Accessory set,
plastic guide pieces
and chamber gaskets,
for double-sash door,
1 required

•

Z 994 353
WK 3 
Accessory set,
plastic guide pieces
and chamber gaskets,
for double-sash door,
1 required

•

Z 994 121
WK 2 / WK 3 
Accessory set,
plastic guide pieces
and chamber gaskets,
for double-sash door,
with circular sash made
of profi le B 521250 / 251 / 
B 521252 / 253
1 required

•

Information when ordering safety panel

•Z 912 635 02
Z 912 635 64
WK 3 Panel,
as above, however with 
middle safety plate
Resistance class according 
to DIN EN 356 class P7B

Delivery time upon
enquiry!

Optional surfaces upon enquiry!

Door-Series
RSC

without RS

Door-Series
RSC

without RS

Fittings and accessories for burglar-resistant single and double-sash doors
in accordance with DIN V ENV 1627 with sash pro� le B 521252 / 253, opening in and out

Processing and assembling drawing: Register 700



Fittings - Door 432/2007

1.0 A 72

•
Z 994 270 02
Z 994 270 64
Z 994 270 31
WK 2 Safety fi tting
ES 1 with knob,
handle and cylinder extraction protection

Accessories that can be used as an alternative to safety � ttings Z 994 270 / 271
Note: The exterior side can be fi tted with a push grip of your choice

•
Z 994 271 02
Z 994 271 64
Z 994 271 31
WK 3 Safety fi tting
ES 1 with knob,
handle and cylinder extraction protection

•Z 911 162
Safety profi le cylinder,
30 / 65 mm
matt nickel,
protected against drilling,
with 3 keys

•Z 911 167 02
Z 911 167 64
Door handle, C shape (half),
on square-edged rosettes
fi rmly pivoted,
for 8 mm square pin, 
with concealed screwing

•Z 912 703
Drill protection for profi le cylinder,
is inserted into the exterior chamber

Must be used in connection
with door handle Z 911 167

•Z 912 811
Safety profi le cylinder,
30 / 50 mm
matt nickel,
protected against drilling,
with 3 keys

•Z 994 065 02
Z 994 065 64
Profi le cylinder rosette,
Safety rosette, two-part,
Height 6 mm

•
Z 912 722  white

Z 912 723  black

Z 912 836  rustproof
Profi le cylinder rosette,
for fl ush profi le cylinder installation,
the rosette is clipped into the drill hole,
diameter 20 mm

Fittings and accessories for burglar-resistant single and double-sash doors
in accordance with DIN V ENV 1627 with sash pro� le B 521252 / 253, opening in and out

Processing and assembling drawing: Register 700

Door-Series
RSC

without RS
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